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SignalLED Handbook

This handbook is for use with all SignalLED signs which use the LD-RPC remote control for 

programming 

Stock Code: 30-234

For the latest Sonifex handbook information please visit the 
Sonifex website at www.sonifex.co.uk
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Warranty Registration

           
      

Register Online for an
Extended 2 Year Warranty
As standard, Sonifex products are 
supplied with a 1 year back to base 
warranty. 

If you register the product online, you 
can increase your product warranty 
to 2 years and we can also keep 
you informed of any product design 
improvements or modifications.

To register your product, please go online to www.sonifex.co.uk/register



Warranty

Product Warranty - 2 Year Extended

Sonifex Warranty & Liability Terms & Conditions
1. Definitions

2. Warranty



Warranty

Unpacking Your Product



CE Conformity

Repairs & Returns

 Conformity



Safety & Installation

Safety & Installation of Mains 
Operated Equipment 

Voltage Setting Checks

Fuse Rating

Power Cable & Connection



Safety & Installation

WEEE Directive

Atmosphere/Environment



Power Supply Approval Documents

Power Supply Approval Documents
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Introduction
Mounting The Sign

Opening The End Covers

Installation



2       Installation

LD-20F1 & LD-40F1 Flush Sign Mounting 
Requirements

End Mounting Requirements
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LD-KC1 Ceiling Mounting Kit

Connecting The Power and Signal Connections For Flush 
Mounted Signs

    

  

Connecting The Power & Signal Connections For End  
Mounted Signs

Three cable cut-out points
in the wall mount face
of the plastic moulding

Serial
Number
Label

To open the door
push the clip and

pull on the small lip

Connection
Block

1

4
3
2

IR Receiver

Input LED
Indicators
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Power Supply
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7V-36V Extended DC Voltage Option 



3       Programming

Programming Colour &  
Illumination Modes

Setting The Colour & Display Mode(s) of The Sign

Enter Programming Mode
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Setting The LED Sections of The Sign

Setting The Colour of The Section/Sign

Section 2 Dead
Zone Section 1



3       Programming

Setting The Sign Brightness

Setting The Illumination Mode

If The Sign Appears To Be Off
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Resetting The Sign to Factory Defaults



4      Technical Specification

Technical Specifications
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Appendix 1
LD-KE1  SignalLED Conversion Kit, Single Flush 
Mount to End Mount

Right Hand Side Fitting of the Conversion Kit 
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Left Hand Side Fitting of the Conversion Kit
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Appendix 2
SignalLED Preconfigurations
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Notes



Notes
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